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KEY FEATURES:
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Full Convection Heating - Heated air rather than a heated chamber vaporizes your blend.

Interchangeable Chamber Wall - Customize the material of your chamber with palisander 

wood or glass, to enhance your convection experience.

Isolated Heating Path - Air-path is isolated, eliminating any electronic taste.

Temperature Control - Single digital temperature control from  140°F -446°F or 60°C -230°C.

USB charger - Charge on the go or at home with micro USB charging.
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HOW TO USE CONTINUED

Powering Off: Press the main key 5 times within 2 seconds to turn off the Swift Pro. The Swift Pro

will display the Flowermate logo ,then proceed to power off.

“+” key: Hold the “+” key to rapidly increase the temperature. One press of the “+” key will

increase the temperature by 1°F/1°C at a time. The range is 140-446°F (60-230°C).

“-” key: Hold the “-” key to rapidly decrease the temperature. One press of the “-” key will

decrease the temperature by 1°F /1°C.

Press “+” and “-” at the same time (press and release immediately) to switch the units of °C and °F .

 

HOW TO USE THE SWIFT PRO
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Functional keys (Main Control Key, “+” and “-”): Press the main control key 5 times consecutively

within 2 seconds to turn on the Swift Pro.

The Swift Pro will display                                   for 3 seconds followed by the main interface

and will begin heating. The Swift Pro has an included memory function that will start the heating

cycle to the previous set temperature level.

During the heating process, press the main control key for 2 seconds to Stop/Restart the heating. 

The Swift Pro will  enter Standby Mode if users not restart the session.In standby mode, press the 

main key 5 times to turn off the device.

WHAT’S INCLUDED:

1 SWIFT PRO

1 Palisander Wood Chamber Wall

1 Borosilicate Glass Chamber Wall

5 Stainless Steel Chamber Screens

1 Packing Tool and Dabber

1 Loading Cap

1

1 Chamber Removing Tool

1 Cleaning Brush

1 USB Charging Cable

1 Warranty Information Card

1 User Manual

Conduction heating has been the standard for portable aroma-
therapy devices for years. By keeping in mind the wants of the
consumers, our team has developed a full convection heating

system that acts upon the heated air to extract vapor from your
materials. Rather than applying direct heat to the chamber, our
full convection aromatherapy device preserves the taste of your

product by directing heated air through an isolated air path.

Dimensions: 4.3”H x 1.18”D x 2.36”W (110mm H x 30mm D x 60mm W)

Display: OLED display with full range temperature control:140°F-446°F (60°C-230°C)

Capacity: 1000mAh

Output Voltage: 7.4V

Power On/Off: Press power button 5 times consecutively

Safeguard: Dual PCB/IC Protection

 

SWIFT Pro
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BATTERY/CHARGING INFORMATION

Once the actual temperature is reached, a constant temperature same as setting temperature, 

it will display icon:              to indicate that the Swift Pro is ready to use.

The safety duration time is 4 minutes (including the heating time); After one cycle, it will go into

standby mode (screen turns off after a 10 second delay). Press any key to wake device from

standby mode. If there is no operation after 30 seconds, it will once again go into standby mode. 

During standby mode, press and hold the power button for 2 seconds to restart the heating cycle.

SWIFT PRO DISPLAY (CONTINUED)
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The Swift Pro features two 18350 Lithium-Ion batteries with a

low voltage protection point of 6.2 (3.1*2) V. When

the low voltage protection point is reached, the output is

turned off and the heating is stopped, indicatiing that the

battery needs charge. An empty battery indicator will flash

notifying the user to charge the Swift Pro via provided USB

cable.
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The battery level is displayed in 5 segments. A full battery will have all 5 segments filled.

Charging when the device is on: After the device is connected to the supplied charger, the

battery grid “         ” will begin to display and the segments will begin to fill.

If the battery is fully charged, the grid will be full.

If you charge the Swift Pro when it is on and without heating, all the screen information is

displayed and after 30 seconds only the battery symbol (horizontal large battery symbol

 “               ”) is displayed. Once the battery is fully charged, the screen will shut off, and one

 press of any key will activate the main interface.

If you charge the device when it is on and in session, the battery grid “          ” will display and

begin to fill. If the battery is fully charged, the grid will be full.

Charging when the device is off: Only the large battery indicator will be displayed. Once the

battery indicator is full, the screen will turn off.

 

BATTERY CAPACITY
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TECHNICAL SPECIFICATIONS

SWIFT PRO

Section 3:
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Press “+” or “-” button once to increase/decrease the temperature by 1°F/1°C. Press and hold

“+” or “-” button to rapidly increase/decrease the temperature. After setting the temperature,

the Swift Pro will begin heating. It will display icon:              to indicate that the Swift Pro is 

now heated at the set temperature.

During Standby Mode, follow above steps to set the temperature, it will display the actual

temperature after setting. Press and hold the power button for 2 seconds to start

the heating cycle.

DISPLAY CONTINUED

12

13

14

        Apply Loading Cap                Easily Load Chamber              Easily Unload Chamber

SWIFT PRO LOADING & UNLOADING

HOW TO CHANGE THE CHAMBER WALL

HOW TO REMOVE & LOAD THE MOUTHPIECE

HOW TO DISASSEMBLE THE MOUTHPIECE
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Failure to follow these safety instructions could result in personal injury or damage. Users of this
device do so at their own risk. Neither Flowermate Technology, LLC nor its retailers assume any
responsibility or liability associated with the use/misuse of the device. Flowermate Technology
branded products are intended for adult use and consumption only. Keep this booklet in a safe
place for future reference.

WARNING

This device is designed as a mobile solution for the practitioners of aromatherapy and should be
used for dry herbal blends as indicated. This device is not intended for use with illegal substances.

DISCLAIMER

The Swift Pro contains small parts which may be a choking hazard to small children. Keep device
away from children.

CHOKING HAZARD

SAFETY

Do not drop, deform, bend, crush, puncture, incinerate, microwave, shred, paint or insert 
foreign objects into a Flowermate Technology, LLC Swift Pro.

Do not clean the Swift Pro other than instructed by Flowermate Technology, LLC.

Do not attempt to repair or modify Swift Pro yourself.

Do not use a damaged Swift Pro charger or non Flowermate Technology charger. 
Incompatible chargers may carry different voltage, which may be a fire hazard. Use only the 
charger provided. Failure to do so will void the limited warranty offered on Flowermate 
Technology products.

Use caution when handling Swift Pro, the heating chamber area is hot when the device is
powered on. Refrain from direct contact with the main heating chamber when hot. Do not
leave the device unattended when it is powered on or while the device is still hot.

HANDLING
SAFETY CONTINUED

The device is equipped with a safety shut-off. When the device is powered on and there is no
operation for over 30 Seconds, it will go into sleep mode. Press any key to wake the device.
(During Sleep Mode,Press and Hold the power button for 2 seconds to restart the heating).

SLEEP PROTECTION

The device features a smart memory function. It will memorize the temp. of current use before
powering off. When powered on for next use, the last temp. setting will be displayed.

MEMORY FUNCTION

The Swift Pro is equipped with a smart OLED display to manually configure any desired
temperature setting.

SMART TEMPERATURE LEVELS

SAFETY FEATURES

Flowermate Technology, LLC warrants this Flowermate Technology, LLC branded device against
defects in materials and workmanship under normal use for a period of 3 years from the date
of retail purchase by the original end-user. The original bill of sale is required to redeem warranty.
The limited warranty covers 3 years for electronics, structural integrity and attachments.1 year
warranty coverage for 18350 Batteries.If a physical defect arises and a claim is made within the
Warranty Period, at its option and to the extent permitted by law,
Flowermate Technology will either:

Repair the product defect

Exchange the product with a product warranty that is

new or functionally equivalent device or

Refund the purchase price of the device.

3 YEAR LIMITED WARRANTY

WARRANTY

The Limited Warranty applies only to products manufactured by Flowermate Technology, LLC, 
which can be identified by the “Flowermate Technology, LLC” trademark, tradename or logo 
affixed to the device. The Limited Warranty does not apply to any non-Flowermate Technology, 
LLC products. This warranty does not apply to (i) damage caused by accident, abuse, misuse, 
flood, fire, earthquake, acts of piracy or other external causes; (ii) damage caused by operating 
the product outside the permitted or intended use as described by Flowermate Technology, 
LLC; (iii) a device or part that has been modified to alter the functionality or cabability without 
the written permission of Flowermate Technology; (iv) cosmetic damage, including but not 
limited to dents, scratches and/or broken plastic.

This warranty applies to the original end-user and is non-transferrable. Flowermate 
Technology, LLC warranties only apply to devices that are purchased from authorized retailers 
serviced by an authorized Flowermate Technology, LLC distributor.

For questions regarding authorized retailers, additional warranty details, please visit:
www.flowermateusa.com

EXCLUSIONS & LIMITATIONS
WARRANTY CONTINUED

备注：

型号：SM839

设计：祝小雅

业务：中性

规格：103.5*65MM

材质：157克铜板纸，封面封底过哑胶

单位：MM

比例：1:1

日期：2016.09.27

版本：A1

SMISS TECHNOLOGY CO., LTD

料号料号：P030000442

装订方式：骑马钉

页数：24P

1. 尺寸严格按照文件，公差在正负50S
2. 裁切要整齐

         

Tel:           +86-755-2955 2252
Email:       info@smissvape.com, 
                  sales@smisscigarette.com,  
                  info@flowermateusa.com
Address:  3/F, West of Building E, Hua Chuang Da Industrial Park, 
                 Gu Shu Village,  Xi Xiang Town, Bao'an District, Shenzhen, Chinawww.smissvape.com       www.flowermateusa.com

Inverting the Display: When the Swift Pro
is powered off, hold the main control key, “+”
and “-” keys (3 keys) at the same time for 2
seconds to invert the display screen by “180°”.
After inverting, the screen will display for a short
period then turn off to enter  powered off mode.

Press the main control key 5 times to turn
on the Swift Pro. The screen will now be inverted.

Note:
To go back to the non-inverted interface,
repeat the inverting process.

HOW TO INVERT DISPLAY
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(regular and inverted screen of swift pro)

Section 2:

Section 1:

Slide Mouthpiece lock
to unlock position

(As Arrow showed)

Take out the Mouthpiece
Base

Disassemble the
Mouthpiece

Apply Chamber Tool and rotate
counterclockwise to remove

Chamber Wall.

1. Rotate the Mouthpiece Set

counterclockwise at a 90° angle.

2. Lift the Mouthpiece Set directly upward to

access the loading chamber.

How to Load the Mouthpiece Set:

The Reserve of above steps.

Change to the desired Chamber Wall,
then apply Chamber Tool and

rotate clockwise.

USER MANUAL


